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1 OET Bulletin No. 67, March 1988, entitled 
‘‘Potential Interference from Operational 
Fixed Stations in the 72–76 MHz Band to Tel-
evision Channels 4 and 5’’ describes an ana-
lytical model that can be used to calculate 
the potential interference that might result 
from a given fixed station operation. Copies 
of the bulletin may be obtained from the 
Commission’s current duplication con-
tractor. Information concerning the current 
duplication contractor may be obtained from 
the Office of Public Affairs, Consumer As-
sistance and Small Business Division, Tele-
phone (202) 632–7000. 

(2) At intervals not exceeding 15 min-
utes whenever transmissions or com-
munications are sustained for more 
than 15 minutes. 

(b) Marine utility stations, private 
coast stations, and associated hand- 
held radios, when exchanging commu-
nications, may be identified by a unit 
identifier in lieu of the call sign. Iden-
tification by transmission of the as-
signed call sign must be at the end of 
the exchange or at least once every 15 
minutes. 

[51 FR 31213, Sept. 2, 1986, as amended at 62 
FR 40308, July 28, 1997] 

Subpart L—Operational Fixed 
Stations 

§ 80.551 Applicability. 

This subpart contains rules applica-
ble to operational fixed stations. 

§ 80.553 Supplemental eligibility re-
quirements. 

An applicant for an operational fixed 
station must certify that: 

(a) The applicant is the licensee of a 
coast station; 

(b) Other suitable telecommuni-
cations facilities are not available to 
satisfy coast station requirements. 

[51 FR 31213, Sept. 2, 1986, as amended at 63 
FR 68956, Dec. 14, 1998] 

§ 80.555 Scope of communication. 
An operational fixed station provides 

control, repeater or relay functions for 
its associated coast station. 

§ 80.557 Assignment and use of fre-
quencies. 

The specific frequencies for these sta-
tions are listed in subpart H of this 
part. 

§ 80.559 Licensing limitations. 
Operational fixed stations are subject 

to the following licensing limitations: 
(a) A maximum of four frequencies 

will be assigned. 
(b) Stations will not be authorized 

when applications indicate less than 16 
km (10 miles) separation between a pro-
posed station and a TV transmitter op-
erating on either Channel 4 or 5, or 
from the post office of a community in 

which either channel is assigned but 
not in operation. 

(c) Stations located between 16 km 
(10 miles) and 128 km (80 miles) of a TV 
transmitter operating on either Chan-
nel 4 or 5, or from the post office of a 
community in which either channel is 
assigned but not in operation, are sec-
ondary to TV operations within the 
Grade B service contour. 1 

[51 FR 31213, Sept. 2, 1986; 51 FR 34984, Oct. 1, 
1986; as amended at 54 FR 40059, Sept. 29, 
1989] 

Subpart M—Stations in the 
Radiodetermination Service 

§ 80.601 Scope of communications. 

Stations on land in the Maritime 
Radiodetermination Service provide a 
radionavigation or radiolocation serv-
ice for ships. 

§ 80.603 Assignment and use of fre-
quencies. 

The frequencies available for assign-
ment to shore radionavigation/radio-
location stations are contained in sub-
part H of this part. 

§ 80.605 U.S. Coast Guard coordina-
tion. 

(a) Radionavigation coast stations 
operated to provide information to aid 
in the movement of any ship are pri-
vate aids to navigation. Before submit-
ting an application for a radio-
navigation station, an applicant must 
obtain written permission from the 
cognizant Coast Guard District Com-
mander at the area in which the device 
will be located. The Commission may 
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request an applicant to provide docu-
mentation as to this fact. Note: Sur-
veillance radar coast stations do not 
require U.S. Coast Guard approval. 

(b) Coast station transponders (i.e., 
radar beacons, or racons) operating in 
the band 2900–3100 or 9300–9500 MHz 
shall meet the requirements of ITU-R 
Recommendation M.824–2, ‘‘Technical 
Parameters of Radar Beacons 
(RACONS),’’ with Annexes, 1995. Appli-
cations for certification of these tran-
sponders must include a description of 
the technical characteristics of the 
equipment including the scheme of in-
terrogation and the characteristics of 
the transponder response, and test re-
sults demonstrating the device meets 
each applicable requirement of this 
ITU-R recommendation. ITU-R Rec-
ommendation M.824–2 with Annexes is 
incorporated by reference. The Direc-
tor of the Federal Register approves 
this incorporation by reference in ac-
cordance with 5 U.S.C. 552(a) and 1 CFR 
part 51. Copies of this standard can be 
inspected at the Federal Communica-
tions Commission, 445 12th Street, SW, 
Washington, DC (Reference Informa-
tion Center) or at the National Ar-
chives and Records Administration 
(NARA). For information on the avail-
ability of this material at NARA, call 
202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. The ITU-R Rec-
ommendation can be purchased from 
the International Telecommunication 
Union (ITU), Place des Nations, CH– 
1211 Geneva 20, Switzerland. 

(c) The use of ship station tran-
sponders in the band 2900–3100 or 9300– 
9500 MHz other than those described in 
§§ 80.1065(a)(3) and 80.1095(b) is prohib-
ited. 

[52 FR 7419, Mar. 11, 1987, as amended at 63 
FR 36607, July 27, 1998; 63 FR 68956, Dec. 14, 
1998; 68 FR 46972, Aug. 7, 2003] 

Subpart N—Maritime Support 
Stations 

§ 80.651 Supplemental eligibility re-
quirements. 

(a) An applicant for a maritime sup-
port station must demonstrate a re-
quirement for training personnel asso-
ciated with the maritime service or for 

the testing, demonstration or mainte-
nance of ship or coast radio equipment. 

(b) [Reserved] 

§ 80.653 Scope of communications. 
(a) Maritime support stations are 

land stations authorized to operate at 
permanent locations or temporary un-
specified locations. 

(b) Maritime support stations are au-
thorized to conduct the following oper-
ations: 

(1) Training of personnel in maritime 
telecommunications; 

(2) Transmissions necessary for the 
test and maintenance of maritime 
radio equipment at repair shops and at 
temporary unspecified locations; 

(3) Transmissions necessary to test 
the technical performance of the li-
censee’s public coast station(s) radio-
telephone receiver(s); and 

(4) Transmissions necessary for 
radar/racon equipment demonstration. 

[51 FR 31213, Sept. 2, 1986, as amended at 62 
FR 40308, July 28, 1997] 

§ 80.655 Use of frequencies. 
(a) The frequencies available for as-

signment to maritime support stations 
are described or listed in: 

(1) Section 80.373 for scope of commu-
nications described in § 80.653(b)(1); 

(2) Sections 80.373 and 80.385 for scope 
of communications described in 
§ 80.653(b)(2); and 

(3) Section 80.389 for scope of commu-
nications described in § 80.653 (b)(3) and 
(4). 

(b) Frequencies must be used only on 
a secondary, non-interference basis to 
operational maritime communications. 

(c) Use of frequencies assigned to 
services other than the maritime radio-
location service is limited to one hour 
per twenty four hour period. 

[51 FR 31213, Sept. 2, 1986, as amended at 52 
FR 35245, Sept. 18, 1987] 

§ 80.659 Technical requirements. 
The authorized frequency tolerance, 

class of emission, bandwidth, and 
transmitter power for maritime sup-
port stations are contained in subpart 
E of this part under the category asso-
ciated with the intended use except for 
power limitations imposed upon sta-
tions operating within the scope of 
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